HIKVISION

DS-2CE16DOT-IT5E

HD 1080p PoC Bullet Camera

Scan

il

©

Smart

HH =
.1:" DNR Y

Key Feature

® 2.0 megapixel high-performance CMOS

® HD analog output, up to 1080p resolution

® 3.6mm,6mm,8 mm, 12 mm fixed focal lens
® True Day/Night

® EXIR 2.0, smart IR, up to 80 m IR distance

® P66

® PoC.at

® Up the coax (HIKVISION-C)

www.hikvision.com
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Specification

2.0 megapixel progressive scan CMOS

PAL/NTSC
PAL: 1080p@25fps
NTSC: 1080p@30fps

1920 (H) x 1080 (V)
0.01 Lux@(F1.2, AGC ON), O Lux with IR

PAL: 1/25 s to 1/50, 000 s
NTSC: 1/30 s to 1/50, 000 s

3.6 mm, 6 mm, 8 mm, 12 mm fixed lens

82.63° (3.6 mm), 54.38° (6 mm), 37.96° (8 mm), 24.36° (12 mm)
M12

IR cut filter

Pan: 0° to 360°, Tilt:0° to 180°, Rotate: 0° to 360°

Internal synchronization

Low/middle/high
Smart/color/BW(Black and White)
Yes

Yes

English, Chinese

Brightness, Sharpness, DNR, Mirror

1 HD analog output

-40 °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation)
12 VDC +30%/PoC.at
Max. 5 W

IP66

Front cover: Mental
Main Body: Plastic

Bracket: Metal

Upto80m

Up the coax, Protocol: HIKVISION-C (TVI output)
86.7 mm x 81.6 mm x 226 mm (3.4" x 3.2" x 8.9")
Approx. 430 g (0.95 Ib.)



Order Model

DS-2CE16DOT-IT5E

Dimension

86.7 mm (3.4") _

226 mm (8.9")

81.6 mm (3.2")

DS-1280ZJ-XS
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Headquarters

DS-1H18
Video Balun

No.555 Qianmo Road, Binjiang District,

Hangzhou 310051, China
T +86-571-8807-5998

overseasbusiness@hikvision.com

Hikvision USA
I +1-809-895-040(
a@hikvision.com

Sales.us

Hikvislon Australla
T +61-2-8599-4233

Hikvision India
T+91-2 3469900
1ahikvision.com

Hikvision Canada
T +1-866-200-669(

es.canada@hikvision.com

Hikvision Thailand

+Bl 75 9

5.thailand(
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Hikvision Europe

I +31

Hikvislon Italy
I +39-0438-6802

Dhikvision.com

Hikvision Brazil
T+5511 3318 0

Latam.support@bhikvision.com

Hikvision Turkey

Hikvision Malaysia
T +601-7652-2413

sales.

Hikvision UK 8 Ireland
I +01628-902140
sales.uk@h

310N.com

Hikvlsrlon South Africa

Hikvision France
T +33(0)1-85-330-450

nfo.fr@hikvision.com
Hikvision Kazakhstan
T+7
nikie

nfilov(

Hikvision Vietnam
T +84 8
sales.vt@hikvision.com
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Hikvision UAE
[ +971-4-4432090
salesme@hikvision.com

Hikvislon Singapore
T +B65-6! 718
S «vision.com

Hikvision Spain

Hikvision Tashkent

[ +99-87-1238-9438

Hikvision Hong Kong

T +852-2151-1761

likvision.com
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Hikvision Russia
T +7-495-669-67-99

657-99
saleru(

@hikvision.com

Hikvislon Korea
I +82-(0)31

sales.korea(

DNIKVISIONn.com

Hikvision Poland
T +48-22-460-01-50
nfo.pl@hikvision.com

Hikvision Indonesia
[ +62-21-293

Sales.Indonesia

Hikvision Colombia

sales.colombia@hikvision.com

020000181222

@hikvision.com

® 55 mm
(2.2")



