
Mounting
Three keyholes in the rear panel provide easy and 
quick wall mounting. 

Power setting
A convenient easy-to-use, 3-pole push-in terminal 
block is present on the rear panel for on-site wiring. 
This terminal block has provision for power tapping, 
matching transformer in the cabinet. It allows selection 
of nominal full-power, half-power.

General
L-PWP10A is a 10 W cabinet loudspeaker typically 
used for general public address applications such as 
shopping malls, supermarkets, educational institutes, 
office buildings, hotels and restaurants. The louds-
peaker offers high sound pressure level and wide 
frequency range, which results in excellent audio and 
music reproduction. Equipped with high linearity anti-
fatigue rubber, the bass audio performance is free from 
distortion due to a prolonged low-frequency operation. 
With 5 W, 10 W adjustable switches for power selection 
and multi-cone unit available, the speaker is capable 
to deliver clear and lucid audio performance on diffe-
rent applications. Spring type terminal on the back box 
allows easy cable connection. The stylish design made 
of high impact ABS material is finished in unobtrusive 
white color. The product has an extraordinary bass 
response effect. The loudspeaker is CE and RoHS 
compliant.

P Multi-cone speaker with powerful and intelligible audio 
 performance

P Stylish design

P Simple power tapping

P High impact and fire resistant ABS material

P Easy installation and cost effective

P CE and RoHS compliant

581276 (L-PWP10A)
10 W Cabinet Loudspeaker

Multi-cone speaker   Stylish design

Frequency responseCircuit diagram
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Specifications

Rated Power 10  W

Transformer power taps 10 / 5 W

Rated impedance 1 / 2 kΩ

SPL 1 W / 1 m 92 dB

Transmission range 150 ... 17000 Hz

Dispersion angle 170°

Ambient temperature -25 °C ... 55 °C

Storage temperature -40 °C ... 70 °C

Air humidity < 95 % non condensing

Material ABS

Color white, similar to RAL 9003

Weight approx. 1.6 kg

Dimensions W: 345 mm H: 240 mm D: 100 mm

Order information Part No.

10 W cabinet loudspeaker L-PWP10A 581276
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Dimensions Polar diagram


